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FANS WITH “AUTOMATIC SHUTTER” 

A SERIES



tecnologia dell’aria 17

A

B

ø
 E

C D

Axial fans to extract air directly outside or
through ducting.
Suitable for wall, ceiling and window
(through window kit accessory) installa-
tions.
• Grille provided with internal automatic
shutter.
• Original and innovative design
• All models are supplied with “operating
warning light”.
• Quick and functional installation throu-
gh “click assembly” of the fan.
• Two fixing screws to allow easy installa-
tion on the wall.
• Internal wall dimensions have been
reduced to allow easy installation when
using ducting and bends.
• The range is composed of 24 models in
100-120-150 mm, standard, Timer,
Humidistat and PIR version and motor
with ball bearing in some models.
• Very high performances in terms of flow
rate, low dB (A) and low power consump-
tion due to a precise study of optimisation of
motor-impeller combination.
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Model

IN 10/4 A
IN 10/4 A T
IN 10/4 A HT
IN 10/4 A PIR
IN BB 10/4 A
IN BB 10/4 A T
IN BB 10/4 A HT
IN BB 10/4 A PIR
IN 12/5 A
IN 12/5 A T
IN 12/5 A HT
IN 12/5 A PIR
IN BB 12/5 A
IN BB 12/5 A T
IN BB 12/5 A HT
IN BB 12/5 A PIR
IN 15/6 A
IN 15/6 A T
IN 15/6 A HT
IN 15/6 A PIR
IN BB 15/6 A
IN BB 15/6 A T
IN BB 15/6 A HT
IN BB 15/6 A PIR
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Weight
Kg

Model A B C D E
SERIE IN 10/4 A

SERIE IN 12/5 A

SERIE IN 15/6 A
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• Careful selection of components: ABS + filled polypropylene.
• Protection grade: IPX4 in accordance with Standard EN 60529.
• Double insulated product, electric ground is not necessary.
• Voltage: 220-240V, 50Hz.
• In accordance with Standard EN 60335-2-80.
• International Approval Keymark, issued by IMQ.
• Working temperature 45°C.

Technical Data

IPX4
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Timer, HT, PIR

Timer
When switched on, the fan has a delay of 5
seconds and remains on after being
switched off according to the preset time on
the electronic timer.
The preset time on the electronic timer is
approx 15 minutes and is adjustable from
2 to 20 minutes.

Presence infra red sensor PIR
The fan starts automatically when the infra
red sensor detects a presence in the room.
When the room is  vacated the timer takes
control keeping the fan operating for a preset
time.

HT (humidistat and electronic timer)
The fan starts automatically when the
humidity level in the room is higher than
the pre-determined humidity level on the
potentiometer which allow to adjust from
40% to 90%.

Through manual adjustment the fan will
be operating for all preset time on the
potentiometer.

The reduced (internal) dimensions of the product allow installation on every
kind of ducting.

Quick installation on window throu-
gh kit accessory. 

Fixing clip Warning light Internal shutter

Easy click assembly of components 

Applications

TECHNICAL FEATURES – FUNCTIONS – APPLICATIONS

SERIES FANS       
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SERIES FANS
SELV 12V

A

A

B
Window kit

Kit accessory for window and panel application.
Window Kit is suitable for installation in a single, double glazing
window glass or wood panel, from 3 to a thickness of 20 mm.

Ref. A B hole diameterModel

Kit Finestra 10/4

Kit Finestra 12/5

Kit Finestra 15/6
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132,5÷145

152,5÷165

186÷195

• This is the SELV (Safety Extra Low
Voltage) version working at 12V AC. of the
axial fan model IN 10/4, designed to convey
air and fumes directly outside.
• This fan can be installed within the saftey
zones 1 and 2, as defined by the norm IEC
364-7 part 7, where the risk related to elec-
trical connections is very high.
• The very low power voltage of the IN 10/4
SELV, in combination of a dedicated tran-
sformer supplied with the fan, permits the
installation even in proximity of the bath
tub or the shower, because the eventual
direct contact with the fan does not pose any
threat of electrical danger.
The supply unit must be installed within
zone 3.
Please refer to page 45 for a detailed expla-
nation of the meaning of the different safety
zones.
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Transformer dimensions
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Model

IN 10/4 SELV 12 V

IN 10/4 SELV 12 V Pull Cord

IN 10/4 SELV 12 V Timer

IN 10/4 SELV 12 V HT

Rif. Flow Rate
m3/h W Max.Press.

mm H20
Nominal voltage
and frequency dB (A) 3m

0,5

0,5

0,5

0,5

Weight
Kg

Technical Data

4 different versions available:
1) Basic: fan + supply unit.
2) Pull Cord: fan + supply unit equipped with a pull cord for ON/OFF operation.
3) Timer: fan + supply unit equipped with electronic control to change the delay
before turning off the fan (delay adjustable from 2 to 30 minutes).
4) HT: fan + supply unit equipped with electronic control to turn ON/OFF the fan
automatically depending on the level of ambient relative humidity, with adjustable
delay before turn off.

Accessories IN series

• Gravity Shutter • Grille • Electronic Controller: See page 109.
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